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EMC’

Symmetrix 5500-2 and 5500-3 ICDA

High capacity mainframe storage systems.

The highest performance storage systems.

Industry-leading Symmetriz™ 5000
performance

* [ip to 4GB cache

* High speed multi-bus architecture
* [(0% write caching

Dynamic Sparing and Mirroring
data availability options

90 to 363G B of storage capacity

Full Symmetrix 5000 functionality

« Hyper-Volume Extension

* Symmetrixv Backup Restore
Facility

o Multi-Subsystem Imaging

Easy implementation

* Operating system independence

* 380 and/or 390 disk emulation

* Parallel and/or ESCON® or Open
Systems connectivity

Minimized cost of ownership

= Smallest footprint

* Lowest power and cooling
requirements

= Extended warranty




Technical Specifications

Configuration Data

Model Physical  Capacity  Minimum Channels™*  Concurrent EM(:2

Number Volumes* Cache*  Min. Max.  Hostl/Os oS —
55002048 48 9068 1792MB 8 16 uptoB ARCHITECTS
5500-205% 56 10568 1792VMB 8 16 upto8

55002064 64 12168 1792MB 8 16 upto8

5500202 72 13668 2560MB B 16 uptod

5500-2080 80 151GB 2.560MB 8 16 upto8 EMC (:m'pura[i(m
5500-2088 88 166GB 2.560MB B 16 I.IPIDB []” ]ki]“[)“
5500-209% 96 18168 2560MB 8 16 upto8 I

55002104 104 196GB 2560MB 8 16 upto8 Massachuselts
55002112 112 21168 2560MB 8 16 upto8 UL
55002120 120 WIGB  250MB 8 6 uptoB 01748-9105
55002128 128 24268 2560MB 8 16 upto8

5500-3048 48 13668 1792MB 8 18 upto8 1-800-424-EMC2
5500-3056 56 15868 1192MB B 16 uptoB

5500-3064 64 181GB 1792MB 8 16 upto8

55003072 72 204GB 2560MB 8 16 uptod

5500-3080 80 22168 2560MB 8 16 upto8

5500-3088 88 24968 2560MB 8 16 upto8

55003095 96 21268 2560MB 8 16 upto8

5500-3104 104 29568 2560MB 8 16 upto8

55003112 112 31768 2560MB 8 16 uptoB

55003120 120 3406B 2560MB 8 16 uptoB

5500-3128 128 363GB 2560MB 8 16 uptoB

* Hyper-Volume Extension can increase the number of logical user volumes to 256, maximum.
** Maximum cache for all models is 4,096MB, Cache increment is 768MB.
*** Mixed ESCON and parallel channel configurations are supported.

Disk Emulation 3380K 339041 3390-2 3390-3

MB/Volume 1,890 946 1,892 2838
Bytes/Track 47476 56,664 56,664 56,664
Bytes/Cylinder 712,40 849,960 849,960 849,960
Cylinders/Volume 2,655 13 2,226 3339
Hyper-Volume Extension (HVE) Disk Capacity 115 5500-3
User Cylinders*®, 3380 Emulation 2,844 3894 HI |-|| ;
User Cylinders*, 3390 Emulation 2458 3,365 | |
* User Cylinders represent the total number of physi lind ilable for user vol in 3380 and 3390 emulation modes. The number | “h' h !

of cylinders available for user data will depend on the emulation type selected and the number of logical volumes on that device.

-
Weight (1b/kg)* Height (in/om) 74,9/1803 1|]|a.'.rn-'
5500-x048  3,252/1475 Width {in/cm) 68.7/1745 Ml
5500-x056  3,309/1,501 Depthinem) 364/925 Symmetrix 5200 ||H|||”|| Symmetrix 5500
5500-x064  3,366/1,521 Service Clearance (in/cm)
5500-x072  3422/1553 Front 4801220 -
5500-x080  3479/1578 Rear 36.0/915 Symmatrix 5100

5500-x088  3,536/1604

5500-x096 3583/1,630

5500-x104  3,650/1,656 For more information.

5500-x112  3,706/1,681

5500-x120 3763/1707

5500-x128 382011733 and 5500-3 can increase the value of
* Values represent maximum figures for each model yvour information processing. Contact

Find out how the Symmetrix 5500-2

your EMC sales representative or

Power and Cooling Data
9 authorized distributor today. Or call

Model Number Power Consumption (kVA)* Heat Dissipation (Btu)* EMC directly at 1-800-424-EMC2.
5600-x048 5.36 18,290

5500-x056 570 19467

5500-x064 6.05 20,645

5500-x072 6.39 21,822

5500-x080 6.74 22999

5500-x088 708 24177

5500-x096 743 25,354

5500-x104 m 26,531

5500-x112 812 21709

§500-x120 8.46 28,886 =

5500128 861 0083

* Values represent maximum figures for each model. for general information only. Additional

. . and specifications concerning the
Power Specifications

and use of EMC equipment and

are available in the applicable tech

North America International nical literature
Input Voltage (VAC) 200- 240 Country Specific |
Froqueney o) S0, hrs phese County Specifc s e e
Circuit Breaker (A), max. 30 Country Specific ARCHITECTS re trademarks ol EMC
Power Connector Russelstoll* 37600PG Country Specific Corporation. Other trademarks are the prop
User Connector Russelstall 3934 Country Specific erty of their respective owners.
Auto-Call Modem Requirements The Auto-Call modem requires connection to a 110VAC power source at80Hz © 1995 EMC Corporation, All rights reserved
through a NEMA 5-15R receptacle. International installations are country specific. Printed in the USA. /65
Temperature ('FC) 59-90/15- 32 :
Altitude (ft/m) 8,000/2,500

Humidity {%), non-condensing 10- 80
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