Data Sheet

Symmetrix 5230-4 ICDA®

Symmetrix 5230-4 ICDA

Medium-capacity mainframe storage system.

Delivering high performance, availability, and capacity through

first-to-market technology integration.

EMC’

Industry-leading Symmetriz™ 500
performance

s [p to 4GB cache

* High speed multi-bus architecture
* (0% write caching

Scalable data availability options
* Mirroring

* RAID-S

» Symmetriv Remote Data Facility

22 to 363GB of storage capacity

Full Symmetria 5000 functionality

 Hyper-Volume Extension

o Symmelrix Backup Restore
Facility

o Multi-Subsystem Imaging

Easy implementation

* Operating system independence

* 3380 and/or 3390 disk emulation

* Parallel and/or ESCON® or Open
Systems connectivity

Minimized cost of ownership

* Smnallest footprint

* Lowest power and cooling
requirements

* Fxtended warranty




Technical Specifications

Model Physical Mirrored  RAID-S SRDF Minimum Cll_annals“’ Concurrent E M(:2
Number Volumes*  Capacity Capacity Capacity Cache** Min. Max.  Hostl/0s

52304012 12 22GB 34GB 4568 512MB 4 B uptod I\lﬁt ;ﬁ % 1[* a tTE
52304016 16 3068 4568 60GB 512MB 4 B upto4

52304020 20 3768 56GB 75GB 768MB 4 % uptod

52304024 % 456B 68GB 9068 768MB 4 % uptod S :
5230408 28 5268 79GB 0568  104MB 4 6 uptod EMC Corporation
52304032 %2 §0GB 90GB 2GB  10MMB 4 16 uptod Hopkinton
5230-4040 40 7568 11368 151GB 1,024MB 4 6 uptod Massachusells
5230-4048 48 90GB 136GB 181GB 1792MB 4 B uptod 01748-9103

52304056 56 105GB 15868 21168 1792MB T uptod

5230-4064 b4 121GB 181GB 242GB 1,792MB 4 B uptod 1 800-424-EMC2
530-402 72 136GB 204GB MGB 2560MB 4 % uptad AN s
5230-4080 80 151GB 27168 30268 2560MB 4 % uptod

5230-4088 88 16668 24968 33268 2560MB 4 16 uptod

5230-409 96 181GB 771268 36368 2560MB 4 1 uptod

* Hyper-Volume Extension can increase the number of logical user volumes to 256, maximum.
** Maximum cache for all models is 4,096MB. Cache increment is 256, 768, or 1024MB.
*** Mixed ESCON and parallel channel configurations are supported.

oscemision TR TR

MB/Volume 1,890 946 1,892 2,838

Bytes/Track 47476 56,664 56,664 56,664

Bytes/Cylinder 112,40 849,960 849,960 849,960

Cylinders/Volume 2,655 1113 2226 3339
Hyper-Volume Extension (HVE) Disk Capacity

User Cylinders®, 3380 Emulation 5,747

User Cylinders®, 3390 Emulation 4,968

* User Cylinders represent the total number of physical cylinders available for user volumes in 3380 and 3390 emulation modes, The number
of cylinders available for user data will depend on the emulation type selected and the number of logical volumes on that device.

Physical Specifications (all models)

Height {infcm) T36/1870 il
Width {in/em) 243/616 2
Depth {in/cm) 36.4/925 bosgy
Service Clearance fin/cm)
Front 36.0/915 -l-’HiiI”H'
Rear 36.0/915 : Jifth —
Symmetrix 5200 ||H||||||| . .
= I ymmetrix 5500
Model Number Power Consumption Heat Dissipation ~ Model Number Power Consumption Heat Dissipation Symmetrix 5100
I (Btu)* (kVAJ* (Btu)*
5230-4012 2.00 6,816 5230-4048 218 9495
5230-4016 208 AIE 5230-4056 29 10,090 For oo Information:
5230-4020 an i 5230-4064 313 10,685 Fi ! . -
“ind out how the Symmetrix 5230-4
5230-4024 226 7708 5230-4072 33 1.281 X o 2 s
can increase the value of your
§230-4028 235 8,006 5230-4080 348 11,876 o i
information processing. Contact
5230-4032 243 8,304 5§230-4088 165 12472 ] Ry ) S
your EMC sales representative or
5230-4040 261 8,899 5230-4096 383 13,067

authorized distributor today. Or call

* Values represent maximum figures for each model. = o A e
< g EMC directly al 1-800-424-EMC2,

Power Specifications

North America International
Input Voltage (VAC) 180 - 264 Country Specific
Frequency (Hz) 50/60, single phase Country Specific
Circuit Breaker (A}, max. 30 Country Specific
Power Connector Russelstoll* 37500PG Country Specific
User Connector Two Russelstoll 3333 Country Specific
Auto-Call Modem Requirements The Auto-Call modem requires connection to a 110VAC power "
source at 60Hz through a NEMA 5-15R receptacle. International dhe materinls predenied her yog Aunmnary
installations are count(\rspaciﬁc. in nature, subject 1o change, and intended
for general information only. Additional
Environmental Specifications (operating) Seiion ke S sk o
Temparature{’FfC} 53_g0’15_32 I-.I‘;‘I]II-:.Ikll:‘-:::-ﬂu::l.lll.nlulr in the applicable tech-
Altitude (ft/m) 8,000/2,500
T . EMC* and TCDA are registered trademarks
Humidity (%), non-condensing 10-80 and EMC, Symmetrix, and THE STORAGE
ARCHITECTS are trademarks of EM(
Corporation. Dther trademarks are the prop

erty of their respective owners,

O 18895 EMC Corporation. All vights reserved
Printed in the USA. 405
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